HK PETRO
General Purpose Polystyrene - N 1381

Property Test method Unit Typical
values

General properties

Specific gravity ASTM D792 glem® 1.04

Bulk density of granules ASTM D1895 kg/dm® 0.65

Mechanical properties

Izod impact strength, notched, at 23°C ASTM D256

- 3.2mm thick specimen kg.cm/cm 1.8
Jim 18

Tensile properties ASTM D638

(type | specimen, thickness 3.2mm - speed B):

- tensile strength N/mm? 55

- elogation at break % 2.5

- elastic modulus N/mm? 3250

Flexural properties ASTM D790

(3.2mm thick specimen):

- maximum stress N/mm? 105

- elastic modulus N/mm? 3150

Rockwell hardness, M scale ASTM D785 80

Thermal properties

Heat deflection temperature ASTM D648 °C 96

(12.7mm thick specimen - 1.82 N/mm?)

Vicat softening point, oil, speed 50 + 5 °C/h; ASTM D1525

- 1kg load °C 106

- Bkg load °C 102

Rheological properties

Melt flow index ASTM D1238 /10 min 2.2

(condition G - 200°C, 5kg)
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The above data are provided for guidance purposes only. Hong Kong Petrochemcial Co. Ltd. accepts no responsibility for the
results obtained therefrom, as neither for their utilization in infringement of possible patent rights.

ﬂﬂﬂ) HONG KONG PETROCHEMICAL CO . LTD.
AT 2L

12 WANG LOK STREET, YUEN LONG INDUSTRIAL ESTATE, N.T., HONG KONG TEL(852) 28024860 FAX(852) 28240282



HK PETRO
IEJEIJX&%{% ‘é!’:—% -N 1381

HIEERIE! B - (Rie BTl
- iR
F ASTM D792 glem’® 1.04
HEF ASTM D1895 kg/dm® 0.65
BPIERC
RRFFPRR R ASTM D256
-EAEN0.32 055 kg.cm/cm 1.8

Jim 18
RgliliES ASTM D638
(B HkEA, B 0.32 255, 5 B)
Eadileat N/mm? 55
- R % 2.5
- AL N/mm? 3250
allle = ASTM D790
(B4 032 257)
- S N/mm? 105
- AL N/mm? 3150
R, M ASTM D785 80
Yl
R
EV@T/E ASTM D648 °c 96
(A4 F1 1.27 253, )1 1.82 NImm?)
A Bl (A RS 50 £5°CH] ) ASTM D1525
-fIE- °C 106
SRR °C 102
el ea
CaTEr e ASTM D1238 g/10 min 2.2
(HIREFERF G -200°C, = 727 )
2002+ 10%]

AT S PR SR, B R e ], YR fifi A

(ﬂﬁﬂ) HONG KONG PETROCHEMICAL CO . LTD.
R RAR N N AN
FiH FRR AT R ARE TR %*%(852) 28024860 (1 E'(852) 28240282







